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I-FI High Fidelity Speaker
igh-loudness, High-dynamic Speaker Unit
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Intelligent Conferencing For Large &
Medium Size Rooms
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INTELLIGENT CONFERENCING FOR LARGE
& MEDIUM SIZE ROOMS WITH WIRED
CASCADING CAPABILITIES

Experience seamless conference calls with the CS300 Al Con-
ference Speakerphone. Perfect for large meeting spaces, it de-
ivers crystal-clear audio, long-distance voice pickup, and

Al-powered noise cancellation.
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Built with 8 MEMS High-loudness Al Algorithm for USB Dongle for Wireless
Dynamic Speakers Environment Noise Connection to PC/Laptop

Microphones

Optimized for Online Collaboration:
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Loud and Clear Audio Al Noise Reduction,
for Larger Rooms Al Echo Cancellation

Distributed lossless
transmission

KEY FEATURES

8-intelligent MEMS microphone for long
distance voice pickup

Al Algorithm for Environment Noise & Echo
Cancellation

High-loudness, Dynamic speaker unit for larger
rooms

Optimized for Unified Communication, MS Teams

Connects upto 8 wired Cascading speaker units
for large rooms

Efficient Dulex Audio & AGC
USB Dongle for Wireless Connection to PC/Laptop

Voice Pickup Range = upto 6m radius with Single Unit.
Expandable Upto 8 units using wired connection



TECHNICAL SPECIFICATION

Voice Pickup
Parameters

Pickup distance

Upto 6m radius (the farthest distance fora
single unit), Recommended distance: 3m radius

Microphone type

8 Array omnidirectional

Frequency response

100Hz ~16kHz (32kHz High sampling rate)

SMNRIMEMS monomer)

65dBA

Amplification

Wireless Dongle

Wireless frequency 2.4GHz

Communication protocol Self-defined

Transmit audio bandwidth 32kHz in both directions
Working distance 10m

Function

Support audio playback, HD audio input, support
Windows 81/10/11, MAC 0S10.10 & Later,
Optimised for MS Teams Meeting

Sensitivity (MEMS monomer) -26dBFS
Channel 1.0
Power 1x10W
Impedance f4ohm

Dimensions of the whole Unit

130mmx130mm=63.2mm (diameter x height)

Dimensional Package size (LxDxH) 405mm»x200mmx=B82mm
Weight -
Met weight 0.51kg
Gross weight 1.56kg
CS300 Speakerphone %1
g USB Type-C cable x1 (USB Type-A to Type-C plug, 1.5m)
ackage _
Eunter?ts USB Type-C cable (Cascading) | x1(Type-C to Type-C, 3m)
(Single Unit) USB Dongle x1(2.4Ghz)
Power Adapter %1 (15V/2.48)
Instruction manual 1
Operating temperature 0°C~40°C
Operating humidity 10%~90%RH
Environmental Operating temperature -20°C~-60°C
Factors
Altitude Below 5000 meters

parameters Maximum sound pressure level | 82dBSPL{@ 1m, Pink noise, Max power
Distortion =1% @1W, 1kHz
SNR <=75dB circuit
Freguency respanse 120Hz~18kHz
Cascade IN USB Type C
Cascade OUT USE Type C
Connect to the host interface USB Type C (shares one interface with cascading IN).
1/0 interface s bizo
5 (Microphone, Volume+, Volume-, Answer/Hang
Keystroke
Up, Bluetooth).
Light Yes (battery/volume/microphone/incoming
call and other prompts)
Power supply mode DC IN DC IN, Adapter
Power Supply Supply voltage 15V
Supply current 2.4A
Mumber of Bluetooth 1
Bluetooth version BT 5.3+BLE
parameters Operating frequency 2.4GHz
Working distance 10m
Support audio playback, HD audio input, support
USB Dongle

Windows 7/8/81/10, MAC 0510.70 AND LATER.




